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Addendum No.02 

 
 

DELRAY BEACH COMMUNITY REDEVELOPMENT AGENCY  
 

ADDENDUM NO. 2 
TO 

INVITATION TO BID NO. CRA 2026-03 
CONSTRUCTION OF REPAIRS & IMPROVEMENTS FOR THE CRA-OWNED 

HISTORIC COMMERCIAL BUILDING LOCATED AT 182 NW 5TH AVENUE 
 

SEPTEMBER 1, 2026 
 
TO ALL PROPOSERS AND OTHERS CONCERNED 
 

The Delray Beach Community Redevelopment Agency (‘CRA”) has heretofore published an 
Invitation to Bid (“ITB”) dated August 5, 2026, with respect to its intent to receive and consider 
Bids from qualified Bidders to construct exterior and interior repairs to the historic commercial 
building located at 182 NW 5th Avenue, Delray Beach, Florida, 33444, (“Project”). 
 
On August 31, 2026, Addendum No. 1 was issued extending the Bid Submission Due Date and 
Time to Friday, September 18, 2026, at 4:00PM EST.  
 
The intent of this Addendum No. 2 is to address questions and/or errors, and to clarify other 
aspects of the ITB. This Addendum incorporates information provided at the August 17, 2026, 
Voluntary Pre-Bid Meeting. Bidders submitting Bids for the above-referenced ITB shall take note 
of the following changes, additions, deletions clarifications, etc., which shall become a part of and 
have precedence over anything shown or described otherwise. 
 

 

MODIFICATIONS AND CLARIFICATIONS: 

 
1. Two attachments are included with this Addendum No. 2: 

 

• Revised Construction Document Sheets 

• Revised Expanded Bid Pricing Form 
 
 

2. The dumpster that is located southwest of the Project Site shall not be used by the 
Contractor for any purpose.  
 
 

3. Where applicable throughout the ITB document, Bidders are hereby advised that the 
Scope of Work for the interior repairs related to Flooring and Restroom Renovation have 
been modified. The Revised Construction Documents and Expanded Bid Pricing Form 
reflect the modifications. Bidders should take care to note the following: 
 

 



2
Addendum No.02 

On pages 35 and 36 of the ITB where the Flooring Scope of Work is stated, the 
Scope of Work has been modified to the below: 

Flooring: 

• Restoration Of Interior Wood Flooring:
o Restore or replace missing wood flooring as indicated on the Construction 

Documents.
▪ Contractor shall field verify if flooring that is indicated on the 

Construction documents for removal and replacement can be 
saved and salvaged for use in other areas.

• All removed wood flooring that cannot be salvaged for use 
in other areas shall be set aside and saved by the 
Contractor for the Owner.

▪ Contractor shall field verify if flooring needs replacement beyond 
what is called out in the Construction Documents.

▪ Contractor shall provide a line-item amount for replacing additional 
flooring beyond what is shown in the Construction Documents.

▪ Contractor shall obtain approval from the Owner prior to removing 
additional flooring not indicated on the Construction Documents.

▪ If not using salvaged wood floor pieces, Contractor should use new 
full-length stock material (matching existing, remaining wood floor) 
when infilling missing flooring sections with end butt joints 
staggered whenever possible.

▪ All replaced, repaired flooring should be aligned and level.
▪ Contractor shall perform subfloor repairs were shown in the 

Construction Documents.
o Any flooring elevation changes at doorways or passthroughs shall be 

provided with a threshold as shown in the Construction Documents.
o All wood flooring (new, replaced, existing, etc.) shall be sanded and 

refinished with a clear satin coat.
o Contractor shall provide samples and materials – for replacement wood 

flooring and for the wood floor finishing – for Owner/Architect approval prior 
to purchasing replacement wood flooring and prior to the start of wood floor 
finishing, respectively.

o Contractor shall take care not to damage wood flooring that will remain. 
o Any wood flooring (existing or replaced) damaged by the Contractor 

shall be repaired or replaced, whichever method deemed appropriate 
by the Owner, by the Contractor at no cost to the Owner.

• Restroom Flooring:
o Existing floor tile to remain and Contractor shall take care not to damage 

the flooring during the performance of the Scope of Work for the Project.
o Upon the completion of the Scope of Work for the Project, Contractor shall 

touch up, clean joints and flooring to an acceptable finish.

On pages 36 and 37 of the ITB where the Restroom Renovation Scope of Work is 
stated, the Scope of Work has been modified to the below: 

• Restroom Renovation:
o Supply and install wood baseboard or approved equal product.
o Supply and install missing ADA grab bar and toilet paper dispenser.
o Contractor shall provide samples of materials and products for

Owner/Architect approval prior to purchasing.
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QUESTIONS AND RESPONSES: 

Question 1 
Will the CRA accept a state licensed building contractor versus a state licensed general 
contractor as stated in the ITB? 

Response 1 No. 

Question 2 
The CRA indicated that the Project plans have been submitted to City Building 
Department for review and approval and with the exception of some minor revisions, it 
is ready to be issued. Are the permit fees already paid for? 

Response 2 The CRA is exempt from paying City application or permit fees. As such, Bidders should not 
include any permit fee costs in the submitted Bid. Any other fees mandated by the State or by 
any another agency having authority will be reimbursed by the CRA at a direct cost.  

Inspection fees should also not be included in the submitted Bid. Any reinspection fees due 
to failed inspections will be the responsibility of the Contractor and shall not be passed onto 
the CRA. 

Question 3 Is there any parking available? 

Response 3 There is public street parking along NW 5th Avenue, and two (2) parking spaces in a shared 
parking lot at the rear of the Project Site.   

There is a City-owned public parking lot south of the Project Site located at approximately 114 
NW 5th Avenue, Delray Beach, FL 33444. 

There is a CRA-managed public parking lot south of the Project Site located at approximately 
77 NW 5th Avenue, Delray Beach, FL 33444.  

The above public parking areas are for parking vehicles only and will remain open to the 
general public for the duration of the Project.  

All other parking areas along NW 5th Avenue are privately owned and should not be utilized 
by the Contractor without a prior agreement with the property owner.   

For onsite staging, the Contractor may use the green space directly behind the Project Site, 
however, if used, the sod will need to be replaced by the Contractor.  For other offsite staging 
areas, the Contractor will need to enter into an agreement with the property owner – be it the 
City, CRA, or private owner.  

Question 4 Is there a Project budget for bonding purposes? 

Response 4 The Project is a part of the Delray Beach CRA’s Fiscal Year 2025-2026 Work Plan and is fully 
funded. The ITB document includes all Technical Specifications and Construction Documents 
for the specific purpose of obtaining Bids from all interested qualified Bidders to perform the 
full Scope of Work. 

For bonding purposes, the Project requires a Bidder to be able to submit a Performance and 
Payment Bond equal to 100% of the Bid Price.  

The Project also requires a Bid Bond in the amount of 5% of the submitted Bid Price. 

Question 5 Is the Project a unit price or lump sum contract? 

Response 5 The Contract Price is a lump-sum amount for the Scope of Work described herein, subject 
only to adjustments expressly permitted by the ITB Documents, and any resulting Contract. 
Allowances and designated unit-price items identified in the Expanded Bid Pricing Form shall 
be adjusted based upon the actual cost or quantity, as applicable, in accordance with the ITB 
Documents and any resulting Contract.  

Question 6 Is all the wood flooring being replaced or just the damaged flooring? 



 4 

Addendum No.02 

Response 6 Not all the wood flooring will be removed and replaced; some flooring will be kept in place. 
Bidders need to refer to the Construction Documents to determine what flooring is to be 
removed and replaced and which flooring will stay in place.  
 
Prior to the removal of any original wood flooring, the Contractor will notify the Owner. All 
removed wood flooring will be set aside for the Owner. See Flooring Scope of Work.  

Question 7 Is the building all wood frame? 

Response 7 Yes, the building is all wood frame 

Question 8 
In the restroom, is there backing behind the wall for the installation of the ADA grab 
bar and ADA toilet paper holder? 

Response 8 The Contractor will need to field verify whether there is proper backing at the time of 
installation.  

Question 9 
The access panel in Closet #2 is the only attic access? Will an attic access ladder be 
installed? 

Response 9 Yes, the access panel in Closet #2 is the only access to the attic. 
 
No, an attic access ladder will not be installed. The Scope of Work for that area includes 
restoration of the lid and trim.  

Question 10 In Office #4, will the south plaster wall be removed and replaced with drywall? 

Response 10 Yes. The current plaster wall in Office #4 is to be replaced with drywall. The other side of the 
wall facing the Open Office is already drywall 

Question 11 Are there any issues with the electrical panel and required clearances with the 
electrical/mechanical closet in Office #4? 

Response 11 The Construction Documents and current configuration of the electrical panel within the 
mechanical closet have been reviewed by the City and approved as is. Currently, no 
modification is anticipated. 

Question 12 In the Breakroom/Workroom, the floor beams appear to need to be repaired. Will that 
work be required? 

Response 12 Yes, all work associated with repairing and/or reinforcing deficient and/or defective flooring 
support members/beams is included the Scope of Work and the costs should be included as 
part of the Bid Price. The Contractor will need to field verify the condition of the floor and its 
supporting members/beams.  

Question 13 Are all the metal wall panels in the Breakroom going to be removed? 

Response 13 Yes, all wall metal panels need to be removed.  

Question 14 The rear door awning with the gash in the awning fabric, will that need to be replaced? 

Response 14 The Contractor will have to field verify the awning anchors and repair as needed such that the 
awning does not conflict with the door swing. The awning fabric shall be replaced in kind. 
Samples shall be provided to the Owner for approval prior to ordering.  

Question 15 Is there any roofing work? Are we removing any shingles to repair damaged fascia 
board or soffit? 

Response 15 There is no roofing work included in the Scope of Work. However, the Contractor shall field 
verify if shingles have to be raised to remove the drip edge to get to the damaged fascia 
board/soffits, then the Contractor should take care not to damage the existing shingles. The 
unit cost to raise the shingles shall be included in the line item for fascia/soffit repairs in the 
case that shingles need to be raised. 
 
If shingles are damaged during the performance of the Scope of Work, the Contractor will 
need to repair the damage with matching shingles at no cost to the CRA.  

Question 16 Which electrical outlets on the east elevation are staying? Both? Or is only one 
staying? 

Response 16 Both are to remain. Please refer to the revised electrical plans included within the Construction 
Documents for more information 

Question 17 Is the Project permitted?  
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Response 17 The Project has an approved permit that is ready to be issued. The City of Delray Beach 
permit number is BLDC-012319-2026.  

Question 18 What is the deadline for the Bid submittal? 

Response 18 The Bid Submission Deadline has been extended to Friday, September 18, 2026, at 4:00PM 
EST.  

Question 19 For the flooring, is the intent to keep everything that’s in place? 

Response 19 Please see Question 6 and Response 6.  
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ROOM WALL 
MARK WALL WALL NOTES
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W0 WOOD SIDING [E] WALL IS WOOD SIDING  TO BE PAINTED- MATCH EXISTING
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W/2 DRYWALL/ PAINT [E] DRY WALL  TO BE REPAIRED- SW7006 EGGSHELL, NEED APPROVAL

W/3 DRYWALL/ PAINT [E] DRY WALL  TO BE REPAIRED-SW7006 EGGSHELL, NEED APPROVAL

W/4 DRYWALL/ PAINT [E] DRY WALL  TO BE REPAIRED-SW7006 EGGSHELL, NEED APPROVAL

OFFICE 4

W/5 DRYWALL/ PAINT
REPLACE PLASTER WITH DRYWALL AND PAINT- SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/6 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/7 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/8 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

CLOSET #5

W/32 DRYWALL/ PAINT [E] DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/33 DRYWALL/ PAINT [E] DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/34 DRYWALL/ PAINT [E] DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/35 DRYWALL/ PAINT [E] DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

BREAKROOM

W/9 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/10 DRYWALL/ PAINT [E] DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/11 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/30 DRYWALL/ PAINT  DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

WORKROOM

W/9 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/11 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/12 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/31 DRYWALL/ PAINT DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

OFFICE 3

W/13 DRYWALL/ PAINT [E] WALL IS T&G., REUSE MATERIAL IN W26-SW7006 EGGSHELL, NEED APPROVAL

W/14 WOOD/ PAINT
 REPAIR USING T&G FROM W13/CLOSET #3 AND PAINT-SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/15 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL,  SAVE T&G BOARD

W/16 WOOD/ PAINT [E] T&G  PAINT-  SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

HALLWAY

W/53
T&G - REPAIR AND 
PAINT WALL IS T&G PAINT -SW7006 EGGSHELL, NEED APPROVAL

W/54 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/55 DRYWALL/ PAINT DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/56 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

OFFICE 2

W/17 T&G - PAINT [E] WALL IS T&G PAINT -SW7006 EGGSHELL, NEED APPROVAL

W/18 DRYWALL/ PAINT [E] DRYWALL REQ. INSULATION AND INSTALL-SW7006 EGGSHELL, NEED APPROVAL

W/19 DRYWALL/ PAINT [E] DRY WALL  TO BE REPAIRED-SW7006 EGGSHELL, NEED APPROVAL

W/20 DRYWALL/ PAINT [E] DRY WALL  TO BE REPAIRED-SW7006 EGGSHELL, NEED APPROVAL

CLOSET#3

W/36 DRYWALL/ PAINT [E] WALL IS T&G., REUSE MATERIAL IN OTHER AREAS- SW7006 EGGSHELL, NEED APPROVAL

W/37 DRYWALL/ PAINT [E] WALL IS T&G., REUSE MATERIAL IN OTHER AREAS- SW7006 EGGSHELL, NEED APPROVAL

W/38 DRYWALL/ PAINT [E] WALL IS T&G., REUSE MATERIAL IN OTHER AREAS- SW7006 EGGSHELL, NEED APPROVAL

W/39 DRYWALL/ PAINT [E] WALL IS T&G., REUSE MATERIAL IN OTHER AREAS- SW7006 EGGSHELL, NEED APPROVAL

CLOSET#4

W/40 T&G - PAINT [E] WALL IS T&G PAINT -SW7006 EGGSHELL, NEED APPROVAL

W/41 DRYWALL/ PAINT [E] DRYWALL PAINT -SW7006 EGGSHELL, NEED APPROVAL

W/42 DRYWALL/ PAINT [E] DRYWALL PAINT -SW7006 EGGSHELL, NEED APPROVAL

W/43 T&G - PAINT [E] WALL IS T&G PAINT -SW7006 EGGSHELL, NEED APPROVAL

RESTROOM

W/21 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/22 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/23 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/24 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

OFFICE 1

W/25 DRYWALL/ PAINT [E] DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/26 T&G- PAINT
REPAIR USING T&G FROM W13/CLOSET #3 AND PAINT-SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/27 DRYWALL/ PAINT DRY WALL TO BE  PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/28 DRYWALL/ PAINT
[E] DRY WALL TO BE REPAIRED AND PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR 
APPROVAL

W/52 DRYWALL/ PAINT DRY WALL PAINT- SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/53 DRYWALL/ PAINT [E] DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

CLOSET#1

W/44 DRYWALL/ PAINT DRYWALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/45 DRYWALL/ PAINT
[E] DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL , BACK WALL 
T&G WILL BE USE TO REPAIR OTHER AREAS

W/46 DRYWALL/ PAINT DRYWALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/47 DRYWALL/ PAINT DRYWALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

CLOSET#2

W/48 DRYWALL/ PAINT DRYWALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/49 DRYWALL/ PAINT
DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL , BACK WALL 
T&G WILL BE USE TO REPAIR OTHER AREAS

W/50 DRYWALL/ PAINT DRYWALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

W/51 DRYWALL/ PAINT [E] DRY WALL TO BE PAINTED - SW7006 EGGSHELL, PROVIDE SAMPLE FOR APPROVAL

5

ROOM FLOOR 
MARK FLOOR FLOOR NOTES BASE 

ENTRY PATIO

F/1 STAMPED CONCRET PAINT MATCHING EXISTING COLOR [E] NO CHANGE

OPEN OFFICE

F/2 3/4” PINE T&G [E] FLOOR 3/4 PINE TO BE REFINISHED WOOD BASE ( SEE DETAIL)

OFFICE 4

F/3 3/4” PINE T&G [E] FLOOR 3/4 PINE TO BE REPAIRED WOOD BASE ( SEE DETAIL)

CLOSET #5 3/4” PINE T&G [E] FLOOR 3/4 PINE TO BE REFINISHED WOOD BASE ( SEE DETAIL)

BREAKROOM

F/4 PORCELAIN FLOOR PORTOBELO AMERICA TILE 12X24 SKU:900659. TILE BASE

WORKROOM

F/5 3/4” PINE T&G 

EXISTING 3/4 PINE TO BE REPLACED WITH NEW 
WOOD FLOOR. NEW WOOD SAMPLE WILL BE 
PROVIDED FOR APPROVAL. SALVAGE EXISTING PINE 
FLOOR FOR OTHER AREAS.

WOOD BASE ( SEE DETAIL)

OFFICE 3

F/6 3/4” PINE T&G 

EXISTING 3/4 PINE TO BE REPLACED WITH NEW 
WOOD FLOOR. NEW WOOD SAMPLE WILL BE 
PROVIDED FOR APPROVAL. SALVAGE EXISTING PINE 
FLOOR FOR OTHER AREAS.

WOOD BASE ( SEE DETAIL)

OFFICE 2

F/7 3/4” PINE T&G [E] FLOOR 3/4 PINE TO BE REFINISHED WOOD BASE ( SEE DETAIL)

CLOSET #3 3/4” PINE T&G 

EXISTING 3/4 PINE TO BE REPLACED WITH NEW 
WOOD FLOOR. NEW WOOD SAMPLE WILL BE 
PROVIDED FOR APPROVAL. SALVAGE EXISTING PINE 
FLOOR FOR OTHER AREAS.

WOOD BASE ( SEE DETAIL)

CLOSET #4 3/4” PINE T&G [E] FLOOR 3/4 PINE TO BE REFINISHED WOOD BASE ( SEE DETAIL)

RESTROOM

F/8 PORCELAIN FLOOR PORTOBELO AMERICA TILE 12X24 SKU:900659. TILE BASE

OFFICE 1

F/9 [E] FLOOR 3/4 PINE TO BE REFINISHED WOOD BASE ( SEE DETAIL)

CLOSET #1

EXISTING 3/4 PINE TO BE REPLACED WITH NEW 
WOOD FLOOR. NEW WOOD SAMPLE WILL BE 
PROVIDED FOR APPROVAL. SALVAGE EXISTING PINE 
FLOOR FOR OTHER AREAS.

WOOD BASE ( SEE DETAIL)

CLOSET #2 [E] FLOOR 3/4 PINE TO BE REFINISHED WOOD BASE ( SEE DETAIL)

HALLWAY

F/10 3/4” PINE T&G [E] FLOOR 3/4 PINE TO BE REFINISHED WOOD BASE ( SEE DETAIL)

3

MARK W H TYPE MFG MTL COLOR DESCRIPTION LOCATION QTY 

WINDOW 
AND DOOR 

DESIGN 
PRESSURES

WIND 
LOAD

WIND 
LOAD

EXTERIOR 
DOOR SIZE

A 36 80 SWING PLASTPRO FIBERGLASS WHITE DRS60 SIX PANEL WEST SIDE 1 +50/-50 43.2 -47.8

* FINAL DIMENSIONS TO BE FIELD VERIFIED
* ALL WINDOWS AND DOORS TO MEET MIAMI-DADE CURRENT 2023 WIND IMPACT RATINGS ACCORDING TO THE FLORIDA 

BUILDING CODE
* ALL WINDOWS AND DOORS TO BE INSTALLED PER CURRENT NOA, SEE HIGHLIGHT COMPONENTS, CONNECTIONS AND 

METHODS OF ANCHORAGE
* WIND ZONE 170 MPH, CATEGORY II BUILDING TYPE 
* ALL BEDROOMS SHALL HAVE AN EGRESS EQUAL TO OR GREATER THAN 5.7 SQ. FT., AND EQUAL TO OR LESS THAN 44” 

FROM FINISH FLOOR
* ALL EGRESS OPENINGS SHALL HAVE LATCHING MECHANISM NO HIGHER THAN 54 AFF
* WIND DIRECTIONALITY FACTOR: SECTION 6.5.4.4 TABLE 6-6 : Kd: = 0.83
* IMPORTANCE FACTOR: SECTION 6.5.5, TABLE 6-1 CATEGORY II: I = 1.0
* BASIC WIND SPEED : V = 170

1

ROOM CEILING 
MARK CEILING CEILING NOTES

ENTRY PATIO

C/1 PLYWOOD BEAD BOARD PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

OPEN OFFICE

C/2 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

OFFICE 4

C/3 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

CLOSET #5 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

BREAKROOM

C/4 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

WORKROOM

C/5 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

HALLWAY

5/8” BEADBOARD PLYWOOD- REPAIR 
PAINTED WHITE PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

OFFICE 3

C/6 5.5” T&G PAINTED PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

OFFICE 2

C/7 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

CLOSET #3 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

CLOSET #4 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

RESTROOM

C/8 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

OFFICE 1

C/9 5.5” T&G PAINTED PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

CLOSET #1 5.5” T&G PAINTED PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

CLOSET #2 DRYWALL/ PAINT PAINT _SHERWIN WILLIANS, EXTRA WHITE EGGSHELL, NEED APPROVAL

4

MARK LOCATION QTY W H THICKNESS TYPE HAND JAMB MTL COLOR DESCRIPTION HARDWARE NOTES

INTERIOR DOOR 
SIZE

a OFFICE #4 1 34 80 1 3/8 SWING RH 4 5/8 SC
SW7006 
EGGSHELL 2 PANEL SHAKER TYPE ONE NEED PAINT APPROVAL

b CLOSET #5 1 [2] 30 80 1 1/4 BI-FOLD - - -
SW7006 
EGGSHELL VENTED LOUVER TYPE THREE NEED PAINT APPROVAL

c OFFICE #3 1 34 80 1 3/8 SWING RH 4 5/8 SC
SW7006 
EGGSHELL 2 PANEL SHAKER TYPE ONE NEED PAINT APPROVAL

d OFFICE #2 1 34 80 1 3/8 SWING RH 4 5/8 SC
SW7006 
EGGSHELL 2 PANEL SHAKER TYPE ONE NEED PAINT APPROVAL

e CLOSET #3 1 24 80 1 3/8 SWING RH 4 5/8 SC
SW7006 
EGGSHELL 2 PANEL SHAKER TYPE FOUR NEED PAINT APPROVAL

f CLOSET #4 1 36 80 1 3/8 POCKET - - -
SW7006 
EGGSHELL EX REPAIR AND REFURBISH

g RESTROOM 1 36 80 1 3/8 SWING LH 4 5/8 SC
SW7006 
EGGSHELL 2 PANEL SHAKER TYPE ONE NEED PAINT APPROVAL

h CLOSET #3 1 24 80 1 3/8 SWING LH 4 5/8 SC
SW7006 
EGGSHELL 2 PANEL SHAKER TYPE FOUR NEED PAINT APPROVAL

i CLOSET #2 1 32 80 1 3/8 POCKET N/A 4 5/8 SC
SW7006 
EGGSHELL 2 PANEL SHAKER TYPE THREE NEED PAINT APPROVAL

j OFFICE #1 1 34 80 1 3/8 SWING LH 4 5/8 SC
SW7006 
EGGSHELL 2 PANEL SHAKER TYPE ONE NEED PAINT APPROVAL

k OFFICE #1 1 [2] 30 80 1 3/8 FRENCH 
DOORS N/A 4 5/8 SC

SW7006 
EGGSHELL

2 PANEL SHAKER TYPE ONE
W/ DUMMY HANDLE ON 

INACTIVE DOOR, BOLT LOCK 
TO JAMB AND FLOOR

HARDWARE TYPE ONE: DOOR LEVER- SCHLAGE F10LAT619 PRIVACY, HINGE SATIN NICKLE SQUARE, DOOR STOP SATIN NICKLE FLOOR 
MOUNTED DOME STYLE 

HARDWARE TYPE TWO:  POCKET DOOR HARDWARE, NOT LOCKING

HARDWARE TYPE THREE:  BIFOLD DOOR DECORATIVE PULL

HARDWARE TYPE FOUR: DOOR LEVER- SCHLAGE F10LAT619 PASSAGE, HINGE SATIN NICKLE SQUARE,

1
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FLOOR FINISH SCHEDULE INTERIOR DOOR SCHEDULE 

FINISH PLAN

OPEN OFFICE

OFFICE #4BREAK ROOM

WORKROOM

OFFICE #3

OFFICE #2 OFFICE #1
CLOSET #2

CLOSET #1

CLOSET
#4

CLOSET#3

CLOSET
#5

UTILITY

RESTROOM

ENTRY PATIO

CEILING FINISH SCHEDULE WALL FINISH SCHEDULE 

EXTERIOR DOORS AND WINDOWS NOTE

[N] WOOD FLOOR, 
INSTALL AND 
FINISH

 

[E] WOOD FLOOR, 
REPAIR AND 
FINISH

 

[E] WOOD FLOOR, 
REPAIR AND 
FINISH

 [N] WOOD FLOOR, 
INSTALL AND 
FINISH

 

[E] WOOD FLOOR, 
REPAIR AND 
FINISH

 

[E] WOOD FLOOR, 
REPAIR AND 
FINISH

 

[E] WOOD FLOOR, 
REPAIR AND 
FINISH

 

ALL WOOD FLOORING TO BE 
SANDED AND REFINISHED 
CLEAR COAT SATIN

EXTERIOR DOOR SCHE  DULE 

[N] WOOD FLOOR, 
INSTALL AND 
FINISH

 

[E] FLOORING TO REMAIN

EXISTING FLOOR TO REMAIN

3/4" PINE T&G [N] 3/4" PINE T&G WOOD BASE (SEE DETAIL)

8/31/26 OWNER CHANGE2
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1. ALL EXT. DOORS AND WINDOWS ARE EXISTING AND SHOULD 
REMAIN - WITH THE EXCEPTION OF THE EXTERIOR ENTRANCE DOOR ON 
THE WEST SIDE OF THE BUILDING.  THAT DOOR IS TO BE REMOVED AND 
REPLACED WITH FRAMING AND FINISH



2. ALL EXT. DOORS AND WINDOWS ALONG WITH LOCKS AND 
MECHANICS TO BE LEFT IN WORKING ORDER AT CONCLUSION OF WORK



3. ALL EXT. DOORS AND WINDOWS TO BE CLEAN INSIDE AND OUT AT 
THE CONCLUSION OF WORK 
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Designs represented by this
drawing are the sole property of
Christopher Johnson Architect
and were developed for use on
this project only.  This drawing
and the design it represents
s h a l l n o t b e u s e d b y o r
disclosed to any person or firm
outside the scope of this project
without the written permission
o f C h r i s t o p h e r J o h n s o n ,
Architect.
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ELECTRICAL SCOPE OF WORK

1 BREAKROOM - NEW SM. APPLIANCE CIRCUITS, GARBAGE DISPOSAL

2 CIRCUIT, OUTLET FOR FRIDGE

3 ALL NEW OUTLETS AND PLATES, DECOR STYLE

4 NEW CIRCUIT AND OUTLET FOR WATER FOUNTAINS

5 SMOKE ALARMS HARDWIRED, AND BATTERY BACKUP,, PROVIDE MATERIAL AND INSTALL, SMOKE ALARMS 
TO BE ON LIGHTING CIRCUIT FOR OPEN OFFICE

6 NEW EMERGENCY SIGNS AND EMERGENCY LIGHTING

7 ANY NEW RECESSED LIGHTING REQUIRED TO BE 6” RECESSED LIGHTING - COLOR CHANGING, PROVIDE 
TO G.C. /  ARCHITECT FOR OWNER APPROVAL

8 AHU EXISTING IN CLOSET, INSTALL OUTLET FOR CONDENSATION PUMP

9 EXTERIOR OUTLETS, NEW WP COVERS FOR GFI/WP OUTLETS

10 INSTALL EXTERIOR SCONCES

11 LABEL ELECTRICAL PANEL

12 REVIEW PLANS SPECIFIC TO NEW WORK AND CONSULT WITH G.C. AND ARCHITECT FOR ANY 
DISCREPANCIES OR SITE CONDITIONS  

13 REVIEW ALL ARCHITECTURAL PLANS, SPECIFICALLY DEMO AND FLOOR PLAN, THIS IS A SUMMARY AND 
NOT A LIST OF ITEMS,  ELECTRICAL CONTRACTOR TO REVIEW ALL PLANS, SITE VISIT AND CONSULT WITH 
G.C. TO BEST DETERMINE COMPLETENESS OF SCOPE OF WORK

9

ELECTRICAL NOTES

GENERAL PROVISIONS

1 THE WORK CONSISTS OF FURNISHING LABOR, EQUIPMENT AND MATERIALS TO PROVIDE THE COMPLETE 
INTEGRATED AND PROPER FUNCTIONING SYSTEMS AS SHOWN ON THE DRAWINGS.

2 ALL WORK SHALL BE DONE IN CONFORMANCE WITH THE LATEST EDITION OF THE NATIONAL 
ELECTRICAL CODE, AND ALL CODES AND ORDINANCES OF THE AUTHORITY HAVING JURISDICTION.

3 ALL EQUIPMENT AND MATERIALS PROVIDED SHALL BE NEW AND IN CONFORMANCE WITH APPLICABLE 
PROVISIONS OF NEMA, ANSI, U.L., ETC. AND SHALL BEAR AN UNDERWRITERS LABEL WHERE APPLICABLE.

4 THE ELECTRICAL CONTRACTOR SHALL COORDINATE HIS WORK WITH THAT OF OTHER TRADES SO AS TO 
AVOID INTERFERENCE.

5 THE DRAWINGS ARE DIAGRAMMATIC AND INDICATE GENERAL LAYOUT OF THE ELECTRICAL SYSTEMS. THE 
CONTRACTOR SHALL INSPECT EXISTING CONDITIONS PRIOR TO BIDDING THE PROJECT.

6 THE CONTRACTOR SHALL PAY FOR ALL PERMITS AND INSPECTIONS REQUIRED BY STATE AND LOCAL 
LAWS AND ORDINANCES.

7 UPON COMPLETION OF THE WORK, FURNISH TO THE OWNER REQUIRED BY STATE AND LOCAL LAWS 
AND ORDINANCES, AUTHORITIES HAVING JURISDICTION.

8 ALL WORK SHALL BE GUARANTEED FOR A PERIOD OF ONE (1) YEAR FROM THE DATE OF FINAL 
ACCEPTANCE BY THE OWNER.

9 ALL WORK SHALL BE PERFORMED BY A LICENSED ELECTRICAL CONTRACTOR.

10 ANY DEFECTS FOUND DURING OR AT THE COMPLETION OF WORK SHALL BE CORRECTED BY THE 
CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

11 ALL INTERIOR OUTLETS, SWITCHES AND DEVICES TO BE REPLACED WITH NEW ELECTRICAL BOXES FOR 
FLUSH FIT.

12 THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OR CUT SHEETS OF DEVICES, PANEL BOARDS, 
DISCONNECT SWITCHES, STARTERS, LIGHTING FIXTURES AND OTHER ELECTRICAL EQUIPMENT FOR 
APPROVAL TO THE ARCHITECT

13 THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CUTTING OF HIS WORK. PATCHING BY OTHERS, 
HOWEVER, CONTRACTOR MUST COORDINATE WITH GENERAL CONTRACTOR AND LIMIT THE AMOUNT 
OF CUTS AND CUT IN SUCH A WAY AS TO LIMIT THE AMOUNT OF REPAIRS

14 THE TERM ‘PROVIDE’ USED IN THE CONSTRUCTION DOCUMENTS AND SPECIFICATIONS DENOTES THE 
CONTRACTOR SHALL FURNISH AND INSTALL.

15 THE CONTRACTOR SHALL COORDINATE WITH FPL ALL REQUIREMENTS FOR CONDUIT ENTRY AND 
CABLE TERMINATIONS IN THE UTILITY TRANSFORMER, ANY CONFLICTS SHALL BE BROUGHT TO THE 
ATTENTION OF THE ARCHITECT/ENGINEER PRIOR TO THE COMMENCEMENT OF WORK.

16 THE CONTRACTOR SHALL COORDINATE WITH THE TELEPHONE UTILITY FOR PROVIDING THE REQUIRED 
CONDUIT SIZE AND NUMBER TO THE TENANT SPACE. THE CONTRACTOR SHALL PROVIDE ALL CONDUITS 
WITH PULL CORDS AND SHALL INSTALL FROM THE LOCAL TELEPHONE BOARD TO THE MAIN POINT OF 
SERVICE.

RACEWAYS

1 ALL WIRING SHALL BE INSTALLED IN CONDUIT. CONDUIT SHALL BE E.M.T. (ELECTRICAL METALLIC TUBING) 
OR ARMORED CABLE INSIDE THE BUILDING AND RIGID STEEL ON THE EXTERIOR EXPOSED FROM 5’ ABOVE 
GRADE. CONDUIT BELOW GRADE SHALL BE RIGID STEEL CONDUIT WITH TWO COATS OF BITUMINOUS 
COATING, OR BE SCHEDULE 80 PVC.

2 MINIMUM CONDUIT SIZE SHALL BE 1/2” TRADE SIZE.

3 USE FLEXIBLE CONDUIT FOR SHORT FINAL CONNECTIONS TO VIBRATING EQUIPMENT SUCH AS MOTORS 
AND TRANSFORMERS. LIQUID-TIGHT FLEXIBLE CONDUIT SHALL BE USED IN DAMP AND WET LOCATIONS.

4 EXPOSED CONDUITS SHALL BE RUN PARALLEL TO BUILDING LINES.

5 PROVIDE APPROVED FIRE STOPPING MATERIALS AT ALL PENETRATIONS THROUGH FIRE RATED FLOORS 
AND WALLS TO PREVENT THE PASSAGE OF SMOKE, FIRE, TOXIC GAS OR WATER THROUGH THE 
PENETRATION EITHER BEFORE, DURING OR AFTER A FIRE, AS REQUIRED BY ARTICLE 300-21 OF THE N.E.C.

6 PROVIDE CABLE SUPPORTS IN ACCORDANCE WITH ARTICLE 300 OF THE N.E.C.

7 PROVIDE EXPANSION FITTINGS IN CONDUIT RUNS CROSSING STRUCTURAL EXPANSION JOINTS.

13

ELECTRICAL DEMO SCOPE OF WORK

1 REMOVE OUTLET JBOX’S  PER PLAN- REMOVE EXISTING WIRING AND SAFE OFF 

2 REMOVE SWITCHES  JBOX’S  PER PLAN- REMOVE EXISTING WIRING AND SAFE OFF 

3 REMOVE SCONCE LIGHTING  JBOX’S  PER PLAN- REMOVE EXISTING WIRING AND SAFE OFF 

4 REMOVE SWITCHES  IN OFFICE #4

5 REMOVE BREAKERS NOT TO BE USED

6 SET UP [2] 20 AMP GFI DUPLEX OUTLETS FOR CONSTRUCTION, TAPE OFF ALL OTHER BREAKERS TO 
PREVENT INJURY

6 REVIEW ALL ARCHITECTURAL PLANS, THIS IS A SUMMARY AND NOT A LIST OF ITEMS,  ELECTRICAL 
CONTRACTOR TO REVIEW ALL PLANS, SITE VISIT AND CONSULT WITH G.C. TO BEST DETERMINE 
COMPLETENESS OF SCOPE OF  DEMO WORK

8
CONDUCTORS

1 ALL WIRING SHALL BE COPPER

2 CONDUCTORS SHALL BE RATED 600V. WITH TYPE THHN/THWN INSULATION.

3 WIRES SIZE #10 AWG AND SMALLER SHALL BE SOLID CONDUCTOR. WIRES SIZE #8 AND LARGER SHALL BE 
STRANDED CONDUCTOR.

4 MINIMUM CONDUCTOR SIZE SHALL BE #12 AWG. CONTROL WIRING MAY BE #14 AWG.

5 THE USE OF MC CABLE OR ARMOR CLAB CABLE FOR RECEPTACLE AND LIGHTING BRANCH CIRCUITS (20 
AMPERE OR LESS) IS ACCEPTABLE FOR USE WITH THE APPROVAL OF THE AUTHORITY HAVING 
JURISDICTION

DEVICES

1 ALL ELECTRICAL AND COMMUNICATIONS OUTLETS TO BE AT 12” A.F.F. UNLESS OTHERWISE NOTED, ALL 
LIGHT SWITCHES SHALL BE @ 42” A.F.F. UNLESS OTHERWISE NOTED

PANELBOARDS

1 PROVIDE LIGHTING AND RECEPTACLE PANELS AS INDICATED ON THE PLANS AND AS SPECIFIED HEREIN. 
ALL PANELS SHALL BE DEAD FRONT, CIRCUIT BREAKER TYPE AND SHALL BEAR THE U.L. LABEL AS WELL AS 
MEET ALL APPLICABLE NEMA REQUIREMENTS.

2 UNLESS OTHERWISE NOTED, TOP OF PANELS SHALL BE MOUNTED 6’-0” A.F.F.

3 ALL PANELS SHALL HAVE TYPEWRITTEN CIRCUIT DIRECTORIES MOUNTED INSIDE OF DOOR.

4 PANELS SHALL BE SUITABLE FOR THE SERVICE RATING AND THE A.I.C. RATING INDICATED ON THE PANEL 
SCHEDULES.

5 ALL BREAKERS SHALL BE FULL SPACE, INDIVIDUAL FRAME TYPE. NO “PIGGY-BACK” OR TANDEM BREAKERS 
WILL BE PERMITTED.

6 CONTRACTOR SHALL PROVIDE ON ALL FLUSH (RECESSED) MOUNTED PANELS

7 ALL CURRENT CARRYING BUSBARS SHALL BE COPPER.

SAFETY SWITCHES

1 SAFETY SWITCHES SHALL BE HEAVY DUTY TYPE, FUSIBLE OR NON-FUSIBLE WITH POLES, AMPERE AND 
SERVICE RATINGS AS INDICATED ON THE PLANS. LUGS SHALL BE U.L. LISTED 

2 ENCLOSURES FOR SAFETY SWITCHES SHALL BE NEMA 1, EXCEPT FOR SWITCHES MARKED “WP” 
(WEATHERPROOF) SHALL BE NEMA 3R.

MISC NOTES

1 CONSTRUCTION DOCUMENTS SHALL NOT BE SCALED FOR DIMENSIONS.THESE DIMENSIONS ARE 
DIAGRAMMATIC AND MUST BE FIELD VERIFIED PRIOR TO INSTALL OF ALL LIGHTING AND SWITCHES

2 ANY ALTERATION TO THE SYSTEM RISER DIAGRAM WILL BE COORDINATED AND WORKING DRAWINGS 
WILL BE REQUIRED FOR ARCHITECT

3 ANY ALTERATION TO THE LOAD CALCULATIONS WILL BE COORDINATED AND WORKING DRAWINGS 
WILL BE REQUIRED FOR ARCHITECT

4 THE CODE REQUIRES TWO OR MORE 20-AMPERE CIRCUITS FOR ALL RECEPTACLE OUTLETS FOR THE 
SMALL-APPLIANCE LOADS. THE SPACING FOR RECEPTACLES FOR KITCHEN OUTLETS ABOVE KITCHEN 
COUNTER IS 2’-0” FROM A WALL OR COUNTER EDGE AND 4’-0” BETWEEN OUTLETS. APPLIANCES (RANGE 
TOPS, REFRIGERATORS, DISHWASHERS, OVENS) TO HAVE THERE OWN. THE ENTIRE LIGHTING SYSTEM IS TO 
REMAIN SEPARATE FROM THE 20 AMP SMALL APPLIANCE CIRCUITS

5 ARC-FAULT CIRCUIT INTERRUPTER PROTECTION IS REQUIRED IN FAMILY ROOMS, DINING ROOMS, LIVING 
ROOMS, PARLORS, LIBRARIES, DENS, BEDROOMS, SUN ROOMS, RECREATION ROOMS, CLOSETS, HALLWAYS 
OR SIMILAR ROOMS OR AREAS. AFCIS WILL NOT BE REQUIRED IN BATHROOMS, KITCHENS, LAUNDRY 
ROOMS, UNFINISHED BASEMENTS, GARAGES,ATTICS OR OUTDOORS.

6 A 15 OR 20A, SINGLE-PHASE 125V RECEPTACLE OUTLET MUST BE INSTALLED AT AN ACCESSIBLE LOCATION 
FOR  THE SERVICING OF HEATING,AIR-CONDITIONING,AND REFRIGERATION EQUIPMENT (HACR).THE 
RECEPTACLE MUST BE LOCATED WITHIN 25 FT.AND ON THE SAME LEVEL OF THE HEATING,AIR- 
CONDITIONING,AND REFRIGERATION EQUIPMENT.THE RECEPTACLE OUTLET CANNOT BE CONNECTED 
TO THE LOAD SIDE OF THE EQUIPMENT DISCONNECTING MEANS.
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DUPLEX OUTLET W/ GROUND FAULT
CIRCUIT INTERUPTER

ELECTRICAL AND LIGHTING LEGEND

DESCRIPTION

SINGLE POLE SWITCH

APPROVED HARD WIRED SMOKE DETECTOR

WALL MOUNT INCANDESCENT FIXTURE

THERMOSTAT (SEE SPECIFICATIONS)

SYMBOL

DUPLEX OUTLET RECESSED LIGHT FIXTURE [4" LED, 
COLOR SELECTABLE, DIMMABLE]

S

GFCI

OUTLET IN CEILING

EXISTING OUTLET

N

E

NEW OUTLET

ELEC. PANEL

D LOW VOLTAGE DATA, PHONE, CAT 5 OR SIMILAR

D
SINGLE POLE SWITCH W/ DIMMERS

DESCRIPTIONSYMBOL

THREE WAY SWITCH
3S

DUPLEX OUTLET HOT TO SWITCH

OUTLET IN FLOOR

JUNCTION BOXJ

LED STRIP LIGHT

CEILING MOUNT FIXTURE

S/C HARD WIRED SMOKE/CARBON MONOXIDE DETECTOR

LED PANEL
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T
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S

CEILING EXIT LIGHT COMBO
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EXIST / DEMO 
ELECTRIICAL
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ELECTRICAL SCOPE OF WORK

1 BREAKROOM - NEW SM. APPLIANCE CIRCUITS, GARBAGE DISPOSAL

2 CIRCUIT, OUTLET FOR FRIDGE

3 ALL NEW OUTLETS AND PLATES, DECOR STYLE

4 NEW CIRCUIT AND OUTLET FOR WATER FOUNTAINS

5 SMOKE ALARMS HARDWIRED, AND BATTERY BACKUP,, PROVIDE MATERIAL AND INSTALL, SMOKE ALARMS 
TO BE ON LIGHTING CIRCUIT FOR OPEN OFFICE

6 NEW EMERGENCY SIGNS AND EMERGENCY LIGHTING

7 ANY NEW RECESSED LIGHTING REQUIRED TO BE 6” RECESSED LIGHTING - COLOR CHANGING, PROVIDE 
TO G.C. /  ARCHITECT FOR OWNER APPROVAL

8 AHU EXISTING IN CLOSET, INSTALL OUTLET FOR CONDENSATION PUMP

9 EXTERIOR OUTLETS, NEW WP COVERS FOR GFI/WP OUTLETS

10 INSTALL EXTERIOR SCONCES

11 LABEL ELECTRICAL PANEL

12 REVIEW PLANS SPECIFIC TO NEW WORK AND CONSULT WITH G.C. AND ARCHITECT FOR ANY 
DISCREPANCIES OR SITE CONDITIONS  

13 REVIEW ALL ARCHITECTURAL PLANS, SPECIFICALLY DEMO AND FLOOR PLAN, THIS IS A SUMMARY AND 
NOT A LIST OF ITEMS,  ELECTRICAL CONTRACTOR TO REVIEW ALL PLANS, SITE VISIT AND CONSULT WITH 
G.C. TO BEST DETERMINE COMPLETENESS OF SCOPE OF WORK

9

ROOM FIXTURE BRAND PRODUCT SPEC FINISH NOTES

EXTERIOR

EAST ENTRY SCONCE LIGHT
PROGRESS LIGHTING BRASS GUARD 
1 LIGHT OUTDOOR WALL SCONCES 
WITH BEVELED LASS PANELS 10’’ TALL

MODEL: P5756-09 BRUSHED 
NICKEL

OR APPROVED EQUIVALENT

WEST ENTRY SCONCE LIGHT
PROGRESS LIGHTING BRASS GUARD 
1 LIGHT OUTDOOR WALL SCONCES 
WITH BEVELED LASS PANELS 10’’ TALL

MODEL: P5756-09 BRUSHED 
NICKEL

OR APPROVED EQUIVALENT

OPEN OFFICE

6” LED RECESSED LIGHTS N/A - - EXISTING NO CHANGE

MOUNTED EXIT SIGN / 
EMERGENCY LIGHT COMBO LITHONIA ECRG COMBO OR APPROVED EQUIVALENT

OFFICE 1

6” LED RECESSED LIGHTS N/A - - EXISTING NO CHANGE

EMERGENCY LIGHT LITHONIA ELM2-LED OR APPROVED EQUIVALENT

OFFICE 2

6” LED RECESSED LIGHTS N/A - - EXISTING NO CHANGE

EMERGENCY LIGHT LITHONIA ELM2-LED OR APPROVED EQUIVALENT

BREAKROOM

6” LED RECESSED LIGHTS N/A - - EXISTING NO CHANGE

MOUNTED EXIT SIGN / 
EMERGENCY LIGHT COMBO LITHONIA ECRG COMBO OR APPROVED EQUIVALENT

WORKROOM

6” LED RECESSED LIGHTS N/A - - EXISTING NO CHANGE

EMERGENCY LIGHT LITHONIA ELM2-LED OR APPROVED EQUIVALENT

OFFICE 3

6” LED RECESSED LIGHTS N/A - - EXISTING NO CHANGE

EMERGENCY LIGHT LITHONIA ELM2-LED OR APPROVED EQUIVALENT

CLOSET #3

CLOSET #4

RESTROOM

SCONCE N/A - - EXISTING NO CHANGE

6” LED RECESSED LIGHTS N/A - - EXISTING NO CHANGE

EMERGENCY LIGHT LITHONIA ELM2-LED OR APPROVED EQUIVALENT

OFFICE 4

6” LED RECESSED LIGHTS N/A - - EXISTING NO CHANGE

EMERGENCY LIGHT LITHONIA ELM2-LED OR APPROVED EQUIVALENT

2

TYPE SIEMENS MAIN BUS 200 AMP
SERVICE 2O/3W MAIN PANEL NEUTRAL 1O/3W

VOLTAGE 120/240 MAINS MLO

MOUNT RECESSED LOCATION OFFICE #4 CLOSET

POLES 21 42

DEM V.A. TRIP POLE CONDUIT WIRE DESCRIPTION CIRCUIT CIRCUIT DESCRIPTION WIRE CONDUIT TRIP POLE DEM V.A.

A B A B

3.4 3.4 (2)40 3/4 8 A/C 1
1 2

AHU 1 6 (2)50 4.2 4.2
3 4

3.8 3.8 (2)40 3/4 8 HW HEATER
5 6 OFFICE RECEPT 101 12 20

0.8
7 8 OFFICE RECEPT 102 12 20

0.8 20 1/2 12 OFFICE RECEPT 107 9 10 COPIER 12 20
1.2

1.2 20 1/2 12 REFRIGERATOR 11 12 OFFICE RECEPT 103 12 20

0.2 20 1/2 12 EXTERIOR GFI 13 14 BRKRM SM APPLIANCE 12 20 0.6

0.6 20 1/2 12 EXTERIOR LIGHTING 15 16 BRKRM SM APPLIANCE 12 20 1.2

1.2 20 1/2 12 GENERAL LIGHTING 17 18 GARBAGE DISPOSAL 12 20 0.8

1.2 20 1/2 12 GENERAL LIGHTING 19 20 RESTROOM LIGHT 12 20 1.2

1.2 20 12 WATER FOUNTAIN 21 22 SPARE

SPARE 23 24 SPARE

SPARE 25 26 SPARE

SPARE 27 28 SPARE

SPARE 29 30 SPARE

SPARE 31 32 SPARE

SPARE 33 34 SPARE

SPARE 35 36 SPARE

SPARE 37 38 SPARE

SPARE 39 40 SPARE

SPARE 41 42 SPARE

10.6 10.2 SUB-
TOTAL A

PANEL A DEMAND LOAD CALCULATIONS SUB-TOTAL B 6.4 7.8

SUB-TOTAL A 10.6 10.2

TOTAL KVA: BUS A 17 BUS B 18 TOTAL V.A. 17 18
AMPERES BUS A 70.8 BUS B 75.0

TOTAL LOAD AMPS 145.8

ALL BREAKERS MUST BE RATED TO INTERRUPT A SHORT CIRCUIT CURRENT OF 22,000 AMPS SYMMETRICAL.
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REMOVE AND STORE TOILET

PLUMBING DEMO SCOPE OF WORK

1 REMOVE AND CAP ALL NATURAL GAS PIPING, VALVES INSIDE BUILDING, CAP OUTSIDE

2 REMOVE UNUSED DRAIN LINES

10

PLUMBING NOTES

1  PLUMBING CONTRACTOR TO INSTALL BATHROOM FIXTURES (REUSE EXISTING RESTROOM FIXTURES), 
KITCHEN FIXTURES, LINE TO ICE MAKER, REPLACE VALVES, PLUMBING LOCATIONS TO REMAIN  GENERALLY 
IN THE SAME LOCATION  

2 ALL VALVES TO BE 1/4 TURN,  VALVES TO BE NEW UNLESS EXISTING VALVES HAVE BEEN VERIFIED NOT TO 
LEAK AND ARE 1/4 TURN AND ARE IN GOOD OPERATING CONDITION

3 ALL WORKMANSHIP AND MATERIALS SHALL BE IN STRICT ACCORDANCE WITH APPLICABLE LOCAL 
CODES, RULES AND ORDINANCES.

4 JOB SITE IS TO BE FAMILIARIZED WITH ALL EXISTING CONDITIONS BY PLUMBING CONTRACTOR

5 ALL NEW MATERIALS SHALL BE NEW. EXISTING MATERIALS SHALL BE VERIFIED TO BE IN A GOOD QUALITY 
CONDITION OR BETTER

6 ALL WORK SHALL BE PERFORMED BY A LICENSED PLUMBING CONTRACTOR IN A FIRST CLASS 
WORKMANSHIPLIKE MANNER. THE COMPLETED SYSTEM SHALL BE FULLY OPERATIVE.

7 REQUIRED INSURANCE SHALL BE PROVIDED BY THE PLUMBING CONTRACTOR FOR PROTECTION 
AGAINST PUBLIC LIABILITY AND PROPERTY DAMAGE FOR THE DURATION OF THE WORK

8 PLUMBING CONTRACTOR SHALL SECURE AND PAY FOR ALL PERMITS, FEES, INSPECTION AND TESTS, 
PLUMBING CONTRACTOR TO OBTAIN PERMIT AND APPROVED SUBMITTALS PRIOR TO BEGINNING WORK 
OR ORDERING EQUIPMENT. PLUMBING CONTRACTOR MUST BE PRESENT FOR ALL INSPECTIONS OF HIS 
WORK BY REGULATORY AUTHORITIES.

9 DRAWINGS ARE DIAGRAMMATIC. DO NOT SCALE FOR THE EXACT LOCATION OF FIXTURES, PIPING, 
EQUIPMENT, ETC.

10 ALL WORK SHALL BE COORDINATED WITH OTHER TRADES TO AVOID INTERFERENCE WITH THE PROGRESS 
OF CONSTRUCTION. REPORT ANY DISCREPANCY TO ENGINEER/ARCHITECT PRIOR TO BEGINNING OF 
CONSTRUCTION.

11 CONTRACTOR SHALL INSPECT LOCATIONS, SIZES, DIRECTIONS OF FLOW AND INVERTS OF ALL EXISTING 
UTILITIES PRIOR TO BEGINNING OF CONSTRUCTION.

12 WATER DISTRIBUTION PIPING ABOVE GROUND SHALL BE TYPE  “L” COPPER.

13 SOIL, WASTE, VENT, RAINWATER PIPING AND FITTINGS SHALL BE PVC SCHEDULE 40.

14 RAIN LEADER PIPES AND ALL PIPES IN CEILING SHALL BE PROVENT “WHISPER QUIET” PIPING

15 ALL FIXTURES MUST BE PROVIDED WITH READILY ACCESSIBLE STOPS AND APPROPRIATELY MARKED ACCESS 
PANELS. COORDINATE LOCATIONS WITH GENERAL CONTRACTOR PRIOR TO INSTALLATION

16 ALL FIRE RATED FLOOR AND WALL PENETRATIONS SHALL BE PROPERLY PROTECTED FROM FIR, SMOKE 
AND WATER PENETRATION BY FILLING VOIDS BETWEEN PIPE AND WALL/FLOOR SLEEVES WITH FIRE RATED 
FOAM, TO ACHIEVE THE SAME RATING AS WALLS OR FLOORS AS PART OF THE PLUMBER’S WORK

17 FURNISH AND INSTALL APPROVED AIR CHAMBERS, AT EACH PLUMBING FIXTURE AND APPROVED SHOCK 
ARRESTORS ON MAIN LINES OR RISERS.

18 DIELECTRIC COUPLINGS ARE REQUIRED BETWEEN ALL DISSIMILAR METAL IN PIPING AND EQUIPMENT 
CONNECTIONS

19 ISOLATE COPPER PIPE FROM HANGER OR SUPPORTS WITH ISOLATOR PAD. COPPER SHALL NOT COME 
INTO DIRECT CONTACT WITH OTHER TYPES OF METALS OR MATERIALS THAT COULD CAUSE OF 
CORROSIVE REACTION

20 PLUMBING CONTRACTOR SHALL GUARANTEE ALL MATERIALS AND WORKMANSHIP FREE FROM DEFECTS 
FOR A PERIOD OF NOT LESS THAN ONE (1) YEAR FROM DATE OF ACCEPTANCE BY OWNER. CORRECTION 
OF ANY DEFECTS SHALL BE COMPLETED WITHOUT ADDITIONAL CHARGE AND SHALL INCLUDE 
REPLACEMENT OR REPAIR OF ANY OTHER PHASE OF THE INSTALLATION WHICH MAY HAVE BEEN 
DAMAGED.

21 PROVIDE ACCESS PANELS FOR ALL CONCEALED VALVES AND ALL WATER HAMMER ARRESTERS. ACCESS 
PANLES IN RATED WALLS MUST MAINTAIN THE SAME RATING AND MUST MATCH THE FINISH OF THE WALL 
IN WHICH IT IS INSTALLED.

22 PROVIDE CHROME PLATED COMBINATION COVER PLATE AND CLEANOUT PLUG OR ACCESS PANEL FOR 
ALL WALL CLEANOUTS.

23 NO COMBUSTIBLE MATERIAL TO BE USED IN MECHANICAL ROOMS OR IN CEILING SPACES WHERE USED AS 
RETURN AIR PLENUMS.
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24 ALL CONTROL VALVES SHALL BE TAGGED AND MARKED. A REPRODUCABLE DIAGRAM LOCATING ALL 
VALVES SHALL BE PROVIDED FOR OWNER/OPERATOR.

25 ALL CONDENSATE DRAIN PIPING SHALL BE TYPE “L” COPPER WITH 1”  THICK ARMAFLEX INSULATION 
WHERE USED IN A RETURN AIR PLENUM. PVC PIPING  WITH  1” THICK ARMAFLEX INSULATION MAY BE 
USED IN LOCATIONS WHERE ALLOWED BY LOCAL CODES.  SEE PLUMBING DRAWINGS FOR SIZE AND 
LOCATION OF PIPING.

26 PROVIDE ANGLE STOPS ON ALL WATER SERVICE LINES TO FIXTURES FOR INDIVIDUAL SHUT-OFF.

27 STUDOR MINI/MAXI AIR ADMITTANCE VALVES MAY BE USED AS AN ALTERNATE TO VENT PIPING THRU ROOF 
WHERE ACCEPTABLE BY THE PLUMBING OFFICIAL AND LOCAL CODES. INSTALLATION SHALL BE AS PER 
MANUFACTURER’S RECOMMENDATIONS.

WATER SYSTEM NOTES:

1 FOR CLARITY, NOT ALL THE FOLLOWING WORK, DEVICES, AND APPURTENANCE MAY BE SHOWN, ON 
CONTRACT DRAWINGS OR SPECIFIED. HOWEVER ALL SHALL BE FURNISHED AND INSTALLED AS AND 
WHERE REQUIRED.

2 SHUT OFF VALVE ON HOT WATER AND COLD BRANCH SUPPLY TO EACH PLUMBING FIXTURES.

3 SHUT OFF  VALVE ON COLD BRANCH SUPPLY TO EACH HOSE BIB.

4 ANGLE VALVE, SUPPLY STOPS AND CONNECTION TO FIXTURES AND EQUIPMENT.

5 WATER HAMMER ARRESTOR ON ALL WATER SUPPLY LINES SERVING, PLUMBING FIXTURES, SOLENOID 
VALVES, ETC. INCLUDING OTHER FIXTURES OR EQUIPMENT WITH QUICK CLOSING VALVES. REFER TO 
DETAIL “ WATER HAMMER ARRESTOR” FOR ADDITIONAL INFORMATION. PROVIDE ACCESS TO EACH WATER 
HAMMER ARRESTOR, UNLESS OTHERWISE DIRECTED BY CODE OFFICIAL.

6 REFER TO EQUIPMENT DATA SHEETS, AND MANUFACTORIES RECOMMENDATIONS FOR LOCATIONS  AND 
RECOMMENDED PLACEMENT OF BACKFLOW PREVENTER, VACUUM BREAKER, PRESSURE REDUCING VALVE, 
SOLENOID VALVE, WARER FILTER, ETC. ON WATER SUPPLY LINES TO FIXTURES AND EQUIPMENT REQUIRING 
SUCH DEVICES. PROVIDE ALL OF THE ABOVE REFERENCED ITEMS UNLESS FURNISHED WITH EQUIPMENT.

7 PROVIDE  AUTOMATIC TRAP PRIMER ON COLD WATER CONNECTION TO LAVATORY FIXTURE WITH COLD 
WATER TUBE TO FLOOR DRAIN AUXILIARY INLET FITTING. ALSO PROVIDE AUTOMATIC TRAP PRIMER WITH 
COLD WATER TUBE CONNECTION TO OTHER FLOOR DRAINS WHICH DO NOT RECEIVE INDIRECT WASTE 
CONNECTION.

SANITARY/WASTE SYSTEM NOTES:

1 ALL SANITARY PIPING 2” AND LESS SHALL SLOPE 1/4” PER FOOT.

2 UNLESS OTHERWISE DIRECTED AN/OR SPECIFIED ON CONTRACT DOCUMENTS, ALL PLUMBING FIXTURES, 
TRIM, DEVICES, APPURTENANCE TO BE FURNISHED BY THIS CONTRACT.

3 A.  FURNISH AND INSTALL PLUMBING ROUGH-IN AND CONNECTIONS TO ALL KITCHEN FIXTURES AND 
EQUIPMENT

3 B.   INSTALLATION SHALL CONSIST OF TRAPS, SUPPORTS, FLOOR SINKS, FLOOR DRAINS, FUNNEL DRAINS, 
INDIRECT WASTE, ETC. AND NECESSARY ROUGHING FOR A COMPLETE OPERATING SYSTEM, CODE 
APPROVED AND AN INSTALLATION ACCEPTABLE TO THE ARCHITECT.

4 SANITARY/VENT PIPING AND WATER PIPING SHALL WHERE POSSIBLE BE INSTALLED (CONCEALED FROM 
VIEW) IN WALLS, IN SOFFITS ABOVE CABINETS, AND ABOVE DROP CEILINGS. NOTIFY ARCHITECT FOR 
DIRECTION IF FIELD CONDITIONS REQUIRE WORK OR MODIFICATION TO THE PROPOSED INSTALLATION 
TO HIDE PIPING.

5 WASTE FROM KITCHEN EQUIPMENT AND FIXTURES WHEN NOTED OR SPECIFIED SHALL DISCHARGE TO 
WAST RECEPTOR THROUGH AN INDIRECT PIPE BY MEANS OF AN AIR GAP. INDIRECT WASTE PIPING 
EXCEEDING 23” HORIZONTAL OR 48” IN TOTAL LENGTH SHALL BE INSTALLED WITH TRAP.

3

GENERAL PLUMBING NOTES:

1 EXACT LOCATION, SIZE AND ROUTING OF PIPING WITHIN WALLS AND DROP CEILING SHALL BE FIELD 
VERIFIED BEFORE START OF WORK.

2 PROVIDE NECESSARY ADJUSTMENT OF NEW INSTALLATION DUE TO INTERFERENCE WITH BUILDING 
CONDITIONS, INCLUDING NEW AND EXISTING PIPING

3 PIPING MATERIAL, VALVES, PIPE SUPPORTS, PIPE SLEEVES, ETC. USED IN THE INSTALLATION OF WORK OF THIS 
CONTRACT SHALL BE NEW AND SHALL MATCH EXISTING, PROVIDING IT MEETS ALL APPLICABLE 
BUILDING AND PLUMBING CODES.

4 REFER TO ARCHITECT DOCUMENTS FOR ADDITIONAL REQUIREMENTS RELATIVE TO WORK OF THIS 
PROJECT.

5 EXISTING WASTE LINES AND HOT/COLD WATER SUPPLY LINES ROUGH-IN SHALL BE REVISED AS REQUIRED 
FOR THE INSTALLATIONS OF THE NEW PLUMBING AND PIPING IF REQUIRED BY FIELD CONDITIONS.

6 PROVIDE NEW ROUGHING TO PLUMBING FIXTURES, IF NECESSARY PLUMBING CONNECTIONS ARE FOUND 
DAMAGED, OR MISSING.

7 DRAWING OF EXISTING TENANT AND BASE BUILDING PLUMBING WORK IS NOT AVAILABLE. THEREFORE 
ROUTING OF PIPING, SIZE AND POINT OF CONNECTION IS BASED ON ASSUMPTION THAT EXISTING 
PIPING IS AT LOCATION SHOWN, OR NOTED ON PLAN.

8 LOCATION, SIZE AND ELEVATION OF EXISTING PIPING SHALL BE FIELD VERIFIED BEFORE START OF WORK. 
ACTUAL FIELD CONDITIONS MAY REQUIRE ADJUSTMENT OR MODIFICATION TO PROPOSED ROUGHING, 
LAYOUT AND ROUTING OF PIPING, INCLUDING POINT OF CONNECTION.

9 EXISTING PIPING SHALL BE MODIFIED AND/OR REMOVED TO POINT THAT WOULD ACCOMMODATE 
CONNECTION OF NEW (WATER, WASTE, SOIL, VENT) PLUMBING STRUCTURE.

10 ALL PIPE SUPPORTS SHALL BE HOT DIP GALVANIZED, CONSISTING OF ADJUSTABLE CLEVIS HANGERS. 
HANGER ROD SHALL BE SECURED TO BUILDING STRUCTURE.

11 CONTRACTOR TO REVIEW EXISTING CONDITIONS: CONTRACTOR SHALL INSPECT THE LOCATIONS OF 
EXISTING SANITARY, CW, HW LINES AND SHALL CONNECT THE NEW PIPING TO THE EXISTING SYSTEM AS 
SHOWN ON THIS PLAN, MOREOVER CONTRACTOR SHALL INSPECT THE TYPE OF THE EXISTING MATERIAL 
AND SANITARY, CW/HW LINES AND SHALL MATCH THE SAME FOR NEW PIPING.

12 CONTRACTOR TO REVIEW EXISTING CONDITIONS:  REFER TO CONTRACT DOCUMENTS FOR 
ADDITIONAL WORK, SIZES, INFORMATION, ETC. REGARDING THE INSTALLATION OF PLUMBING SYSTEMS 
FOR THIS PROJECTS. IN THE EVENT OF DISCREPANCIES THE MOST STRINGENT OF THE REQUIREMENTS WILL 
GOVERN. 
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PLUMBING FIXTURES OR FIXTURES FITTING PLUMBING FIXTURES OR FIXTURES FITTING

LAVATORY, FAUCET 1.5 GPM AT 60 PSI

SINK FAUCET 2.2 GPM AT 60 PSI

WATER CLOSET 1.28 GALLON PER FLUSHING CYCLE

WATER SUPPLY FIXTURE UNIT CONT, AS PER TABLE P2903.6 F.B.C

(RESIDENTIAL)

(2)FULL BATH GROUP.                       3.6 x 2 = 7.0 W.S.F.U.

(1) LAUNDRY GROUP                     =2.5 W.S.F.U.

(1) KITCHEN GROUP                      =2.5 W.S.F.U.

TOTAL                                               =12. W.S.F.U

AS PER TABLE P92903.2b F.B.C., PROVIDE 3/4” DIAM. WATER PIPE AND PROVIDE 3/4”

WATER METER

MAXIMUM FLOW RATES AND CONSUMPTION FOR PLUMBING FIXTURES AND

FIXTURES FITTINGS

FOR SI: 1 GALLON PER MINUTE = 3.785 L/M

1 POUND PER SQUARE INCH = 6.895 KPA


A. A HAND-HELD SHOWER SPRAY IS ALSO A SHOWER HEAD.

B. CONSUMPTION TOLERANCES SHALL BE DETERMINED FROM REFERENCED STANDARDS

C. C WATER FACTOR IN GALLONS PER CYCLE PER CUBIC FOOT


THESE DRAWINGS ARE DIAGRAMMATIC, THEY ARE NOT INTENDED TO SHOW A COMPLETE

WORKING SYSTEM. ITEMS REASONABLY INFERRED AS NECESSARY TO PROVIDE A

COMPLETE AND FUNCTIONAL SYSTEM SHALL BE PROVIDED WHETER SPECIFICALLT SHOWN OR NOT 
ANY DISCREPANCIES OR OMISSIONS SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT 
BEFORE THE BID.
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Designs represented by this
drawing are the sole property of
Christopher Johnson Architect
and were developed for use on
this project only.  This drawing
and the design it represents
s h a l l n o t b e u s e d b y o r
disclosed to any person or firm
outside the scope of this project
without the written permission
o f C h r i s t o p h e r J o h n s o n ,
Architect.
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The Delray Beach Community Redevelopment Agency 
   ITB CRA No. 2026-03 

Construction of Repairs & Improvements – Historic Commercial Building - 182 NW 5th Avenue 

 

EXPANDED BID PRICING FORM 
(Revised) 

 
ITB:  CRA No. 2026-03 

Construction of the Repairs & Improvements for the CRA-Owned Historic Commercial Building Located 
at 182 NW 5th Avenue 

 
From:   
 Company/Bidder 
   
 Address 
   
 City State Zip Code 
 (        )        
 Telephone     E-mail 
 
1. The undersigned Bidder proposes and agrees, if this Bid is accepted, to furnish all labor, materials, tools, 

equipment, services, and any other operations required for ITB CRA No. 2026-03 - Construction of the 
Repairs & Improvements for the CRA-Owned Historic Commercial Building Located at 182 NW 
5th Avenue, a Project of the Delray Beach Community Redevelopment Agency in accordance with the 
Bid Documents and the Contract. 

2. Bidder submits the following Expanded Bid Pricing Form for the Scope of Work to be performed in 
accordance with the Bid Documents and agrees that items of work not specifically mentioned in the 
Expanded Bid Pricing Form which are necessary and required to complete the Work intended shall be 
done incidental to and as part of the items of work for which a unit price is given, and understands that 
no additional payment will be made for such incidental work. 

 
 

Respectfully submitted, signed, and sealed this               day of                                 , 202         . 
 
 

Bidder Name 

Authorized Agent Signature                                                                                               Date 

Printed Name and Title 
  

             (SEAL) 
ATTEST: 
  
Signature 
  
Name and Title 

 
 
 

SEE FOLLOWING PAGE FOR SCHEDULE OF PAY ITEMS. 
 



The Delray Beach Community Redevelopment Agency 
   ITB CRA No. 2026-03 

Construction of Repairs & Improvements – Historic Commercial Building - 182 NW 5th Avenue 

 

SCHEDULE OF PAY ITEMS 
NO. PAY ITEM 1 QTY UNIT DESCRIPTION AMOUNT 2 

1 GENERAL CONDITIONS 1 LS Includes Mobilization, Dumpsters, Temp Power & 

Water, Temp Restrooms, Tool Allowance, Final 
Cleaning, Protection, Supervision And Management 

$ 

2 DEMOLITION 1 LS All Demolition Work Inside And Outside Of Building 
Per Plans 

$ 

    EXTERIOR WORK  

3 SHELL 1 LS Exterior Wall At Door On West Side Remove And 

Restructure And Finish, Fascia Replacement As 
Indicated In Plan 

$ 

4 THERMO 1 LS Insulation Allowance For Repair In Attic R-30 Batt, R-
11 In Stud Wall Sound Attenuation In Open Walls 

Only, Fire Stopping 

$ 

5 EXTERIOR DOORS AND 
WINDOWS; AWNING 

1 LS New Exterior Door West Side And Hardware, Material 
And Install. New Window Sills Where Missing; Awning 
repair 

$ 

    INTERIOR WORK  

6 WOOD FLOORING 1 LS Flooring, All 3/4” White Oak T&G Wood Floor, Repair 
Existing Where Possible, New As Described In Plan, 
Material And Install Including Underlayment. Refinish 

Entire Floor. 

$ 

7 INTERIOR DOORS/TRIM 1 LS Interior Doors Per Plan, Door Hardware, Baseboard, 

Casing, Crown Molding, Caulking Included In Paint 

$ 

8 FRAMING AND DRYWALL 1 LS Framing Per Plans And Drywall Finish Level 4 $ 

    FINISHES  

9 CABINETS 1 LS Kitchen Cabinetry And Countertops, Includes Pulls, 
Knobs, Hardware 

$ 

10 PAINT 1 LS Interior And Exterior: Sherwin Williams Interior 

Duration Matte For Walls And Semi-Gloss For Trims, 
Doors And T&G, Ceiling Paint Flat.  
Exterior: Sherwin Williams Super Paint, Flat For Walls 

And Satin For Trims And Doors. All Caulking Included 

$ 

    SPECIALTIES  

11 SPECIALTY ITEMS 1 LS Kitchen Appliances, Drinking Fountain, TP Holder, 
Grab Bar Per Plans 

$ 

    MEPS  

12 PLUMBING 1 LS Labor And Materials Per Plans, Kitchen Fixtures 
Included, Capping of Gas 

$ 

13 ELECTRICAL 1 LS Labor And Materials, Per Plans $ 

14 MECHANICAL HVAC 1 LS Labor And Materials, Per Plans $ 

 SUBTOTAL    $ 

15 OVERHEAD & PROFIT  % Max 15% $ 

 SUBTOTAL    $ 

16 BONDS AND INSURANCE  % Bond And Builders Risk Insurance (Max 3.5%) $ 

 TOTAL    $ 

    ALLOWANCES 3  

17 HVAC/MECH WORK 
  

Replacement Of Air Conditioning System, Bathroom 
Exhaust, And All Associated Items If Existing System 
Cannot Be Salvageable – See 17a-d 

 

17a REPLACE CONDENSING 
UNIT 

1 EA Includes All Required Wiring, Disconnect, Gas, And 
Accessories 

$ 

17b REPLACE AIR HANDLER 1 EA Includes All Required Ductwork, Thermostat, Wiring 
And Accessories 

$ 

17c NEW CONC PAD 1 EA Includes All Forming Materials, Concrete And 
Inspections 

$ 

17d RESTROOM EXHAUST FAN 1 EA Includes All Required Wiring, Ductwork, And Materials $ 

18 WATER HEATER 1 EA Includes New On-demand Hot Water Heater, Piping, 
And Accessories 

$ 

19 WOOD FLOORING UNIT 
PRICE PER SF 

10 SF Replacement Of Add’ l Flooring Beyond Amount On 
Plans (Price Per S.F.) Includes Subfloor Repairs: 

$ 

20 POCKET DOOR: OFFICE 

#2 

1 EA Replacement Of Pocket Door & Frame Including Any 

Drywall Repair, Finish, And Paint 
$ 

21 GRASS ALLOWANCE 600 SF Grass Replacement: Up To 600 Sf $ 

22 OWNER ALLOWANCE 1 LS Owner’s Allowance $                     10,000.00 

TOTAL COST:           $ 



The Delray Beach Community Redevelopment Agency 
   ITB CRA No. 2026-03 

Construction of Repairs & Improvements – Historic Commercial Building - 182 NW 5th Avenue 

 
1 It is the Bidder’s responsibility to become familiar with the Construction Documents, technical 
specifications, and field conditions when entering pricing for each pay item. 
2 The Contract Price is a lump-sum amount for the Scope of Work described herein, subject 
only to adjustments expressly permitted by the Contract Documents and any resultant Contract. 
Allowances and designated unit-price items identified in the Expanded Bid Pricing Form shall 
be adjusted based upon the actual cost or quantity, as applicable, in accordance with the 
Contract Documents and any resultant Contract. 
3 Allowances become part of any resultant Contract and are only dispensed with prior approval 
by the Owner. Contractor to submit a valid explanation to Architect/Owner for release of such 
funds. All unused allowance amounts are to be returned to the Owner. 

 
 
 
 
 
 

 




